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1. Introduction 
This paper describes extended dialogues between a human IIser and a robot system. The 
purpose of each dialogue is to tea.ch the robot a new skill or to improve the performance 
of a skill it already has. Our particular interest is in natural-language dialogues but the 
techniques we illustrate in this paper can be applird t.o any high-levcllangua.ge. The primary 
purpose of this paper is to show how verba.l instruction ca.n he int('grated wit.h the robot's 
autonomous learning of a skill. 

The learning techniques we apply are based on a· set. of concepts dC'v(')oped within mathemat­
icallearning theory and thoroughly tested in humnn learning ([8] - [11]). These techniques 
relate directly to skill-performance tasks in which the subject (human or robot) learns to 
make responses along a continuum of va.lues. A great. mnny tasks we would want a robot to 
perform fall into this category. Whenever the rohot is required to position its end-effector, 
for instance, some specific point on a line, or on a snrfacc, or in 3-dimensiona1 space, must 
be selected. 

It is a feature of most high-level task specifications that t.hey underspecify in that they fail 
to express many of the details the robot requires to carry out the task. Nowhere is this 
more evident than in natural-language descriptions. A request as simple as Put the wrench 
away! says nothing about where the wrench is to go or where on t.he target surfa.ce it is to 
be placed. A command such as Place the wrench parallel llf;th the front edge of ihe shelf, 
4 inches from ihe left end and 2 inches from ihe front edge.! will leave little doubt about 
where to place the wrench. But such detailed B.nd specific descriptions are tedious and, in 
fact, unnecessarily detailed. The speaker win typically hayp in mind not some one point 
but an area of the shelf - the left side,.somewhere in thc middle, t.owards the fa.r right, for 
instance - and will sometimes be quite neutral as t.o t.he ohject.'s orienta.tion. Some way 
must be found for the specific intention of the spenker t.o he communica.ted natura.lly and for 
the robot to respond appropriately. We aim to show how \'('rhal instruction accompanied 
by autonomous learning provides a way. 

In the instruction dialogues we have in mind t he operator uses high-level commands to 
request some action from the robot - Pick up thr- receiver! or Pick up the fork in the 
middle!, for instance. When the robot responds t.o such a request, the operator makes 
free use of qualitative commands to correct or confirm t.he action taken - Not 80 far up!, 
That's fine!, or Be more careful!, for instance. rrhese qnalit.ative corrections are expected 
not only to alter the robot's current behavior, but. also to influence its hehavior in the future 
whenever the original request is repeated. In ot.her words, the rohot is expected to learn 
from its interaction with the operator. 
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It is useful to ask in what circumstances robot inst.ruct.ion is most appropriate. Whenever 
the robot's basic repertoire of skills must be expanded o"~r time to meet the dema.nds of a 
changing task load or a changing environment, inst.ruction has an important role to pla.y. 1ft 

in addition, it is the operator who must adjust t.he robot's functioning and the opera.tor is 
not a robotic specialist - in spa.ce applica.tions, for inst.ance, t.he operator win typica.lly be a. 

specialist in his or her own field - instruction hns a n ~~s~nt.ia 1 roie to play. It is imperative 
in these circumstances that the operator he able t.o reques t, action from the robot and adjust 
the robot's subsequent behavior in as natural a. way as possible. 

Skins or tasks to be taught are categorized by the number or response va.ria.bles involved. For 
ma ny robot tasks, each response va ria ble will ha.Ye the dimension of spa.ce or the dimension 
of time and we therefore talk of tasks being I-dimensionnl or 2-dimensional, a.nd so on. A 
typica l I-dimensional task is that of learning to self'ct it n lnterYa.l on a. line. This learning 
problem would arise, for insta.nce, with a. request. to put. nne ohjf'ct on another much lar-ger 
object - a. box on a. table, for instance - if the robot oid not know the desired position 
for the box along the length of the table. The I.ask hecomes 2-dimensiona,1 ir the setback 
of the box from the front of the table were also t,o he 'f'arnen. A 2-nimensional learning 
task a.rises whenever the robot is directed to go somewhf're (or move its a,rm someplace) in 
order to perform a specific action. For instance, if the robot is t.o go to a. refrigerator unit 
or a storage ca.binet to fetch something, it must. st.op in front of the refrigerator or cabinet 
at a point where it will not impede the door's opening. The set of points tha.t a.re near 
enough to the refrigerator or cabinet but not in the way constitutes the region the robot 
must learn. Another 2-dimensiona l task is the seemingly stra.ightforward one of sett ing the 
table for dinner. T his activity entails a large number of lea.rned ski lls: wha.t the orientation 
of each knife, fork, and spoon should be relative to the plate, how fa.r right of the plate the 
dinner knife should go, how far from the edge o f t.he ta hle the dinner pla.te and side plate 
should be placed, and so on. A wide range of 3-d imensiona I task skills are required in any 
assembly or disassembly process - placing one pa.rt. in, 1J no f'r, or next to a.nother part, for 
example. When the d imension of time is introduced , mot.ions ilnd sequences or motions can 
also be learned. In t his paper we concent rate on I-dimensiona I t,(lsks. 

2. Instruction dialogues 
Each inst ruction d ia.logue is seen as a sequence of tr inh;; or steps. On each trial , the robot 
responds to a natural- Ia.ngua.ge command from the opernt.or hy t.aking t.h e act ion described in 
the command. T his response is followed by feedhnck from t. he opera tor indicating whether 
the response was a.cceptable or not . T he feed bflck is itse1[ a na tural-language command , 
either a congratulatory command such as That '.~ fine! or O/f! which indicates that the 
response was acceptable, or a corrective comma.nd such as Further to the left! or That's way 
out! which ind icates t hat t he response was unacceptn hie . ""hen the response is acceptable 
we refer to it as a "hi t ," when unaccepta ble a "rniss." After a. hit , the opera tor typically 
repeats the original comma.nd to check t hat t he rohot. has lea rned t.o respond appropriately 
to it. 

The corrective feedback is nondeterminate in tha t. it does no t le t the robot know exactly 
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what its response should have been. It merely indicatcs what t.he rohot. can do to improve its 
response on subsequent trials. Typica.lly, there is no one correct response on a tria.l anywa.y 
but a range of acceptable responses within the t.arget, int.erval or region, or a range of motion 
paths. In addition, the operator will often not be able to pro\'ide dcterminate feedback. He 
or she will have a target interval, region, or motion in mind hut will be unable to specify the 
endpoints of the interval or the exact coordinates of thc region or the precise trajectory of 
the motion path. Instea.d the operator will usc his or her jndgement to determine whether 
the observed response appears acceptable or not. Although an essential guide to the robot's 
learniI!g, that judgement is not infallible. 

There are three categories of feedback: congrat,ula tory feedba.ck given after a. hit (Good!, 
Thai will do!, OK!, Fine!, etc.), positional feedback giv~n after a miss (To the right!, Much 
further to the right!, A little bit to the right!, Too far ri.qh,t!, Much 100 far right!, Not that 
far!, More!, Again!, Further still!, A bit more!, ctc.), and accuracy feedback given after a 
miss (Be more carefui!, No need 10 be so cautiotls!, .(Homer!, Ffl.'lier!, Slo'wer next time!, etc.). 
Figure 1 gives an example of a.n instruction dialoguE'. Not.e t.hnt t.hE'!rf' is no immediate motor 
response to congratulatory feedback or accuracy feE'dback. Tn either case, t.he robot waits 
for the original command to be repeated or for positional fE'cdback. 

Original command: 
Positional feedback: 
Congratulatory feedback: 

Original command: 
Positional feedback: 
Positional feedback: 
Accuracy feedback: 
Positional feedba.ck: 
Congratulatory feedback: 

Put the wrench on Ihe. f;h,e/f! 
Not that far left! 
Thai '8 fine! 

Put the wrench on the shelf! 
A little further to the right! 
Afore! 
Be more careful! 
A little io ihe left now! 
Good! 

Robut's response 

Figure 1: Example of an inst.ruct.ion dialogue 

It is assumed that on each trial the state of the robot with respect t.o the skill being taught 
is represented by a probability distribution. This distrib1lt.ion enters into the interpretation 
of the original command (the one that describes t.hc skilJ being learned) a.nd it comes into 
play in the interpretation of all feedback from thc opera.tor. In addition, the distribution 
changes in response to the operator's feedback, which in turn a.lt~rs the interpretation of all 
subsequent commands. 

The distribution plays another important role. T t represents the t.a rget interval, region or 
motion associated with the skill being learned. Por I-dimensional t.asks, therefore, we can 
use a single distribution of one variable. We usc the nota.tion km,v(x) where m is the mean 
of the distribution, v the variance, and :c a value or the response varia.ble. If on trial n, 
m = mn and v = v,." and the robot responds to the origina I command, then the probability 
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that the response on this trial will lie hetwe~n fl a nci h is gin~n h~' I! kmntUn (;r! )dz. After 
he robot has made response z" on trial n in response to n nntnrnl-lilnguage command, i.e., 

aner it has selected a point on the response cont.inuum tlR c\"iocmr.cd hy its moving to that 
point in response to the command, one of the two kinos of pvenl~ d(,$r.riberl ~l\.rlier occurs: 
the robot is either told that it was unsuccessful, i.c.) it mi~seri t.he target interval, or that 
it was successful, i.e., it la.nded within or hit lh(' t.n rget int.erV8 l. K nown a~ (\ "mearing or 
~moothing function, /em, (z) has the effect or sprcAoing t he effect of reedback at a point m 

around m on the continuum or responses. 

The question we face in designing the robot so that it. '('nrn~ from its interaction with th.e 
operator is as follows: What effect should a hit or miss hn\'e on the function km ,'O'(z )1 BeCor 
we can a nswer that question, we must describe th~ rho1rr of rlist.r;huttnn for I-dimensiona.l 
tasks and the interpretation of comma nds. 

3. The beta distribution 
The probability distribution we use for l·dimension,,1 t.ns k~ is t he beta di~Lrihtltion. It has 
two parameters a and f3 and is defined as fo llows rn r 0 < :r < 1 (J' dp.~ignatcs the gamma. 
distribution) : 

R(:) - r(a +8) za-l (1 _ )8-t 
,., - r(cr)r(tJ) ~, a > 0, (3 > O. 

T he mean, m, ,and variance, v, of the distribution are calcula ted as rollows: 
-'I..- atJ 

m = a+1J J V = (n+/l):l(B+P·+-J r 
T he beta. distribution has several properties that. makp. it suitable ror our purposes. First, 
its usefulness in models of learning has already heen demonstrated in studies of human 
lea.rning (see (8] - [11]) . In addition, with appropriat.e values of (Y. and fJ the distribution 
quite effectively represents target intervals we wish I he rnhol. t () lrarn . For instance, with 
a = f3 = 1 the distribution is the uniform distribut.ion on (0 , I) and r~present.s the intervals 
described by phrases such as anywhere on the .~/I.('./f or f1nywhp.rf' in front of ihe desk. (The 
(0,1) interval must, oC course, be mapped onto t.he nd.lIill intf'rv;tl or interest [or the task 
- that corresponding to the length of the shelf or t.hE' widt.h of the desk , for instance.) 
The uniform distribution is also generally used t.o reprrsf'nt. the stat.e of the robot before all 
instruction starts. Figure 2 shows various curvc=s for ciifferent choices of a and fJ along with 
the natural-language expressions describing the int.C'rYals associnted with the curves. The 
response variable is plotted along the x-a.xis, the proha hility dist.rihu t.ion a.long the y-axis. 
7 7 

o o o o 1 o 1 o 1 

the righthand !ide anywhere but preferably at dthp.r end fJnywhere around the middle 

Figure 2: The representation and description of target intervals 
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A computationa.lly efficient wa,y of altering the init.ial dist.ribution and all subsequent distri­
butions is to change the values of ex and !3 direr:t.lr. As long as t.he ratio r = rxl {3 remains 
constant, the mean of the distribution does not change. If r = 1 (i.e., Q' = {3) then the 
distribution is symmetrical around the midpoint. of the (0, 1) interval. H r > I (i.e., ex > (3), 
the distribution is shifted to the right. If r < 1 (i.e., (Y < {J), t.he distribution is shifted to 
the left. See Figure 3. To shift a, distribution to the right. t.hflrefore 1 we inr:rease r. To shift 
it to the left, we decrease r. 
10 10 10 

o o o 
o o o 

r<l r=1 r > 1 

Figure 3: Adjusting the distribllt.ion t.o t.he left and right 

If the ratio of a to f3 is kept fixed, increasing ex (and fJ c:orrC'spondingly) reduces the va.riance 
without altering the mean. Reducing the varia,nce has the effect or increasing the accuracy 
of the robot's subsequent responses to positional feedback. It further has t.he effect (for 
Q, f3 > 1) of reducing the target interval. See Figurr t for C'xamples in which T = 2. The 
mean is indicated by 0. -.,-ertical bar. 

o 
o 1 o o 1 

Q = 5, v = .026, m = .667 a = 10, v = .Ol'l~ In = .667 (} = 25, v = .006, m = .667 

Figure 4: Adjusting the variancC' of the dist.rib1ltion 

4. Interpretation of commands: the robot's motor response 
As the preceding discussion has shown, the beta distribution can be alt.ered through direct 
manipulation of the parameters a and p. Before we ("an dcscrihe in detail how t.hese changes 
a·re brought about, however, we must discuss the link betJwC'r.n the probability distribution 
and the interpretation of the natural-language (:omma.nds. \Ve will not discuss in detail 
the process by which commands are interpreted by t.he robot nor the control mechanisms 
that enable the robot to move in response to a. command. ()ur earlier publications describe 
this work in some detail as implemented for the rohotic aid, a device being developed for 
people with severe physical disabilities by the Reh"bilitation and Research Center of the 
Veterans Administration in Palo Alto ([2], [7]). "'fore general discussions of our work on 
natural-language understanding for robots can also he! found in other publications (see [1], 
[3] - [6]). 
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Given limited space, our primary concern here is to show how a. proba.bility distribution 
enters into the interpretation of a command, speci fi ca.lly, the role it pla.ys in generating 
the robot's motor response. For simplicity, we present highly schematic interpretations of 

sample comma.nds. We use as our example of a comma.nrl whose meaning must be learned 
by the robot through instruction (the original co mmand in an instruction dialogue) Put. ihe 
wrench on the shelf! 

Original command: Suppose Put ' he wrench on the ,c;helf! is tra.nslated into the follow­
ing robot plan: SEQ( Grasp-Free(wrench), Move-Gripper(xval,yva1,zval), Pla.ce(wrench) ). 
SEQ indicates that the robot actions Grasp-Free, Move-Gripper, and Place are executed 
in sequence. The point in 3-dimensional spa.ce t.hat thp robot must move its gripper to 
is given by the triple <xval, yval, zval >. Value~ for yval and zval a.re obta.ined from the 
robot's knowledge base (information that is provided either by the sensors or through earlier 
instruction). The value of xval, however, the point along the length of the shelf where the 
wrench must be placed, is obtained by sampling the (0, 1) interva.l using the probability 
distribution that is currently associated with the command. Initially, this distribution is 
the uniform distribution and a.ny point along the lengt.h of the shelf is as likely as any other 
to be selected. In general, if kml'll,lIl'11 (z) is the current probability distribution (step n of the 
instruction dialogue has just been completed), .a response to the original command at step 
n + 1 is generated by the following sampling procedure: Take the cumulative probability 
distribution Kn(z) = f; kmw' lI l'11(z)dz, genera.te :'i random nUmbf'f y hpt.wpen 0 and 1, and 
find z such that Kn{z) = y. This z gives the robot's response at step n + 1. We write 

%n+l = sample(km "'l1l'11). 

Positional feedback: Suppose t he interpreta.tion of the command Much further left! is 
DO( Pilot(Translate, Left) UNT IL Distance-Covered(Tra nsla.te, Left, <distance» ). This 
interpreta tion ensures that the gripper is moved 1eft nnt il the designa ted distance (indica ted 
by < distance» has been covered. DO ... UNTIL is one of the control structures, like SEQ 
described above, that control the temp oral a.nd logical order in which basic robot actions 
such as Pilot and Distance-Covered are executed. T he P ilot a.ct ion moves the gripper in the 
direction indicated by its second argument; the motion is eit.her t ranslat ional or rotational 
as ind icated by its first argument. T he actua.l dista.n ce covered depends on the current 
probability dist ribution in the following way. If t. he variance, v, of the dist ribut ion is small, 
a move leftward or rightward should be correspondingly small . Tf the variance is large, the 
move should be correspondingly large. 

In addition, a correction such as Much further left! must generate a. larger move than a 
correction such as Left just a little! Clearly, the ad verbial, and sometimes the adjectival, 
component of the la ngua.ge must be allowed to make its cont ribution. Currently, all posi­
t ional corrections fall into three equivalence classes: those that generate a relatively small 
move, those tha t generate a relatively large mo\'e , and those that generate a move of in­
termedia te extent. Three range constants a.re therefore needed, CL , Cit!, and Cs for "large," 
"medium," and "small" moves respectively. T hese constants are set for the robot and the 
task (in our current instruction model, CL = 2, Cft, = 1, a.nd Cs = .5). The total displacement 
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for a move is given by the product of the appropriate range constant and the square root of 
the variance. A request for a "large" move therefore generates a. displacement of CLVv. The 
robot must never move outside the (0, 1) interval; ext.reme 1eftmost and rightmost points 
(minz and mazz respectively) are therefore designat.ed. They are set for the robot and 
the task. It is important to note that although t.he response to positional feedback is not 
generated by a sampling procedure on the underlying probability distribution, the actual 
extent of the move depends on that distribution. 

Accuracy feedback and congratulatory feedback: The interpretation of a command 
giving accuracy feedback during instruction does not. generate any motor response from the 
robot. Nor does the interpretation of a command giving congratulatory feedback. Both 
forms of feedback change the probability distribution, however. 

5. Effect of feedback on the probability distribution 
Positional feedback: For positional feedback, we want to shift the distribution to the 
left or the right. As indicated earlier in our discussion of the bet.a distribution, we can 
accomplish this shift by adjusting the ratio T, increasing it for a shift to the right and 
decreasing it for a shift to the left. As before, t he adjustments fa.Il into t.hree equivalence 
classes, large, medium, and small. The same t.hree range const.ants (CL' CM, and cs) are 
used to determine the amount of increase or decrease in T. Keeping (Y fixed, we decrease (or 
increase) f3 by the amount necessary to increase (or decrease) T by the appropriate range 
constant. 

Accuracy feedback: For feedback such as Be more careful! which asks for greater ac­
curacy in the robot's responses, we decrease the variance of the current distribution. For 
feedback such as No need to be so cautious! which encourages t.he robot to make larger 
adjustments, we increase the variance. As indicated by our earlier discussion of the beta 
distribution, the variance can be increased or decreased by increasing or decreasing cx. The 
amount of increase or decrease should be in proportion to the value of cx itself. We deter­
mine the appropriate amount of increase or decrease from the slope of the tangent to the 
va.riance, /p(a) = (af3)/((a + f3)2(a + f3 + 1)), at a. Specifica.lly, if we are at step n + 1 of 
the instruction dialogue (a = an, f3 = f3n), we increase or decrease ex by the square root of 
the absolute value of the deriva.tive of the variance (with respect to ex) evaluated at an, i.e., , 
the square root of the absolute value of / Pn (an). The ratio of a to f3 is kept constant to 
preserve the mean. We therefore alter f3 correspondingly by setting {3n+l to an+l/rn. 

Congratulatory feedback: For congratulatory feedback, the mean of the distribution 
shifts to the robot's response x on that trial and the variance is halved. A new probability 
distribution is produced by solving for a and f3 given this new mean and new variance. 

Each kind of physical robot will have its own performa.nce constraints - both accuracy 
limits and, in the case of a manipulator, limits of reach. We ha.ve already introduced explicit 
range constants to determine the extent of a move to the left or right. Other performance 
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constraints are reflected in maximum and mInImum values ror a and p. Tn our current 
mode we have set maza{J = 30 a.nd mina{3 = .2fi. As with the range constants, these 
consta.nts are set for the robot and the task to get A proper balanc~ between sensitivity to 
feedback and realistic performance dema.nds. The computation that increases ot" decreases 
r for positional feedback at step n + 1 ta.kes maza/1 and minrx{3 into account with the 
constraint that a,,/maza/1 < rn +l < fX vs /mina{3 . T he computa.tion that alters a and fJ {or 
accuracy feedback also takes maza{1 and mina{3 into account. To ensure that a"+l and 
/i,,+l are both greater than mina{j and smaller than maza{3, if a is being increased and 
f'" > I, it obeys the constraint that r"mina{j < ll'n+l < maxa{J. Similar constraints hold 
for rn < 1~ a.nd when a is being decreased. In response to congra.tulatory feedback, ex a.nd 
{3 are permitted to exceed mazafJ up to a current. ma.ximn m of 100 (once a.ga.in, a constant 
set for the robot and the task). At that t ime maxa/1 is reset to the new (J{ or {3, whichever 
is greater. 

We note here that we are assuming congratu latory rr.cdback t.o b~ thoroughly eifective in 
that the mean and variance of the distribution always c.hange in response to the feedback. 
It is common practice to introduce a learning para meter () into the model and to assume 
that with probability f} feedback is effective on any trial (t.he distribution changes), and with 
proba.bility (1 - 9) it is not effective (the distribution stays the same). We ha.ve in effect 
set (J to 1 in our instruction model. We made this choice in part because of the explicitness 
of verbal instructions - congratulatory feedback, in pa.rticula.r, is hard to misconstrue -
but also because we are assuming that the robot's t.ota1 cognitive resources are dedicated to 
learning from instruction. This assumption would change if the robot were simultaneously 
attending to some other task. For example, in a space applica.tion the robot might be 
monitoring the status of a. process for an emergency condition to which it ha.d to respond. 

Table 1 summarizes the core computations in our current. instruct.ion model using repre­
sentative commands. It assumes that km"'lIn(z) is th~ current. probability dist.ribution, with 
parameters an and Pn. The mean of the distribution is m'nl t.he ,-ariance is Vn1 rn = ani Pnl 
Zn is the robot's most recent motor response, f fL {an} is t.he derivat.ive of t.he variance 
with respect to a at an, and cs, CL, maxa{3, miT1rY{J, mnxx~ and minx are all performance 
constants as described earlier. 

Response and feed back 
A HIT: 

Good! 

A MISS: 
Positional Feedback: 

A little to the left! 

Distribution changes and robot's motor response 

mn+l +- Xn 

Vn +l +- vn /2 

{ 
rn - Cs if rn - Cs > ll'n/max ll'{3 

r,,+l +- Ctn /maxll'{3 otherwise 
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if Xn - csVV: > minx 
otherwise 



Much further right! { 
rn + C[, if rn + c[, < Cin/mina{3 

rn+l +- /. /J h . fl.'n m.znaj.../ ot erwise 

Accuracy Feedback: 

Be more careful! a'+-an + \,dn(an )\ 

\ 

r minoB if a' < rn mina{3 
r:mazafl if c/ > rnma:r;a{3 and rn < 1 

an+l +- I /J d 1 mazo/3 if a > ma:r;a,.., an rn > 
0' otherwise 

{3n+l +- fl.'n+1 /rn 

Table 1: Core computa.tions in thr I-oimrnsional model 

6. Sample instruction sessions 
We now show two sample instruction sessions. T'he I-dimensional skill being taught to the 
robot is where to stop in front of double swing doors so that the robot ca.n enter through 
the right hand door when it opens. The doors swing out; t.he robot is on the outside. Taking 
the combined width of the two doors as the interval of interest, we wa.nt to teach the robot 
to select any point somewhat to the left of the midpoint. The robot begins in each case with 
the beta distribution initialized to a = {3 = 1. We sho\v at each step what was said, what 
the robot's motor response was (if there was indeed a responsr), and wha t the resulting 
distribution looks like. The robot's response is indicatrd by a \'rrtical bar. 'The response 
variable is plotted along the x-axis, the probahilit.y distribution [dong the y-a.xis. The 
first instruction dialogue was quickly successful (only three st.eps), alt.hough in subsequent 
instruction the operator may wish to shift the rf'spons('s nearer to t.he middle. The second 
dialogue lasted longer (nine steps). The y-a.xis on each graph goes from 0 to 5 or the least 
integer greater than the maximum distribution valu(' plotted. 

us IS 

o I o 
o o 1 o 

1. Go to the door! That '8 much loo Jar right! That IS fine! 
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o L-I ____ ....d 

o o o o o 1 

.2. Go to the door! Righi a bit! No need to be j (J CIlu~ioUl! 

o o 0 ! 

Now furlher right! Left a lillie! Thal'" fine ! 

is 1~ 

A 
0 

o 1 o 0 

Go to the door again! Lelt tI little! Goodl 

Figure 5; Two sample lnstru~tion sessions 

Note the somewhat surprising shape oC th e dist rihllt ion a.ft,cr t he flrst t rial in the second 
dialogue. This is due to the particular form of learning, i.e., t.he ru le for changing the beta 
dis t ribution, we have adopted. \Ve are in the proc:C'ss or exploring and tC'sting other learn ing 
rules for comparison. 

7. Concluding remarks 
The learning procedure we have described is congenial to a Rl1,ycsiCln viewpoint , but embodies 
a number of specific learning assumptions that go beyond a purely Bayesian framework . 
For example, it is not part of Bayesian theory to post.u lat.e how specific words of feedba,ck 
should change the underlying response proba,hilit.y dist,ribut.ion used by the robot . Such 
interpretation is more in the spirit of mathematic.al learning thcory (see [8] - [11]). 

Directions for future work are clear. First, we must. make extensions to the model for 2-
dimensional and 3-dimensional tasks and for the dimension of time. We plan to move to 
2-dimensional tasks imm~diately. The computation problems are more se\"ere for probability 
distributions whose domains a.re arbitrary surfac:es. Our init.ia.l effort will use some strong 
simplifying assumptions. First, we use as the 2-dimensional distribution the product of 
two beta. distributions, which assumes we can assn me for working purposes independence in 
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probability along the two coordinate axes. Second: we fit t. he shape of t.he surface of interest 
by conditionalizing the 2-dimensional distribuiion t.o the given snrface as domain. The rules 
for interpreting English instructions will inevitahly be more numerous and complex. The 
instructions themselves will certainly be morc complex, for example, To th.e left and up!, A 
good deal further back but not so far left! Our ultimate objective is to have a substantial 
grammar of English that generates the rules of learning for these higher-dimensional tasks. 

We also plan to implement the learning models on a n actual robot system. We expect 
this implementation to greatly expand the range of feedba.ck expressions we consider, and 
to provide a realistic test for the performance constants discussed ea.rlier. An important 
overall change we plan for the models is to allow feedback to be given, and to take effect, 
while the robot is still responding to the previous command. So, for instance, if the robot 
is moving forward in response to a command from the operator, the operator should be 
able to say That's far enough! and have the robot st,op where it is. Not only is this form 
of feedback entirely natural, it makes for safer rohot. opera t.inn and it should provide faster 
learning. 
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