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1. Introduction U 
An instructable robot is one that, accepts inst.rudioll in some nat.ural hnguage such as English and lIses that 
instruction to extend its basic repertoire of actions. Such rohots are quite different in cOllcept.ion flom 
autonomously intelligent robots, which provide the impetus for much of the research on inference :lIl(I 

planning in artificial intelligence. This p[lper examines t,he significant problem areas we see in the design of 
robots that learn from verual instruction. Examples are drawn primal ily from otlr e~lrlier \vOl k 011 

iustl uctabte robots ([i]-l/l}) and recent work on t.he Robotic Aitl for the I~hysical1y disabJed [5]. 

\Ve start our enquiry in Section 2 wit.h a discllssion of nat.ural-Ia.nguage understanding by machin('s. In 
Section 3, we examine the possibilities and limit.s of verbal instruction. 'vVe also discu:ss the core prohlem of 
verbal instruction, namely, how to achieve specific concrete action in the robot in response to COlllrllalHb that 
express general intentions. The final section of the paper, Section 4, examines two major challellges t.o 

instructability: achieving appropriate real-time behavior in the robot, and extending the robot's !:1ngu:1ge 
capabilities. 

2. Interpreting cornrnands in context 
Our work on the interpretation o( natural-language commands rests on the assumption that m::my English 
commands can be precisely interpreted only in the actual situation in which they are issued [I}. Some 
examples are straightforward, Go to the chai7', for instance. '¥hen there is more t.han one chair in the 
surroundings, which chair is being referred to? Jf only one chair is within the robot's field of vision, howev<:r, 
that chair may in many circu1nstances be taken as t.he correct referent of the chair .. Another straightforward 
example, this time at both the syntactic and the lexical level, is the command A10ve the CU]J to the t·ighl of 
the spoon. This command is ambiguous in that to the right of the spoon may indicate which cup is to be 
moved or where some cup is to be moved to. Furthermore, right of may be interpreted relative to the 
speaker, the robot, or the spoon it.self (taking it to face away from its handle). The topic of the previous 
discourse can help disambiguate the command, as can the actual arrangement of cups and spoons, If earlier 
COm111[111(1s have clearly established the robot's point of view as pre-emiJ1ent;:~:t.hat CMI suggest ;1n 

interpretation for n'ght of. 

A third example, discussed in more detail, reveals the ways ill which a robot must exploit the context in 
which a command is given to interpret that, command. Of part.icular importance is t.he perceptual sit.uatioll, 
by which we mean those aspects of the physical environment accessible to the robot through its sensory 
apparatus. Our example shows how the perceptual situation contributes to t,he precise interpretation of the 
word next. 

393 

patguest
Typewritten Text
G. Rodriguez (Ed.), Proceedings of the Workshop on Space Telerobotics,
Vol. II (JPL Publication 87-13). Pasadena, CA: NASA, Jet Propulsion 
Laboratory, California Institute of Technology, 1987, pp. 393-402.



The intuitive idea behind the semantics of next can best be understood if we talk about the next x, where x 
may, for example, be chair, table, or wooden chair. 'V.hen we say the next x, we are referring to the first Xl 

by some ordering relation, relative to some present reference entity. Three things have to be fixed by the 
context for the interpretation of this :word: the ordering relation, the class of ~c-type entities from which one 
will be selected, and some eltcompassing class of entit.ies which nre ordered by the relat.ion. This 
encompassing class must be specified because it makes perfect sense to talk about the next. X even when the 
present reference entity is not itself an x. A clear example is given by the robot emulator of l\laas and Suppes 
which accepts instruction in elementary mathematics ([21-[4]). In the usual COllt.exts of usc for nexl, t,he robot 
has been, and is expected to continue, scanning down a column. Thus for most uses of next in the arithmetic 
instruction context, the ordering relation required by next is given by the relat.ioll vertically below, a strict 
partial ordering on the perceptual objects (the digits and blank spaces of an al it.hllleLic exercise) such t.hat 
each perceptual o~J~ct t.hat has a successor has a unique immediate-successor by this relation and similarly for 
predecessor. Suppose the robot is focused on t.he blank space at t.he top of the tells COlUllIll of an ar ithmetic 
exercise. That, blank space plays the role of the reference entity for the illt.crpret.at.ioll of nc:cl in the I)'hr:lse 
the next Uti mbcr. For that blank space to function as the reference entity for 1le:ct number, both the digit.s 
(numbers) and t,he blnnk spaces must stand in the relation vertically below. 

The percept-ual sit.uation will not always ha,ye to yield t.he SCJll:lllt,ically importallt, illformatioll for I1C~,;(. These 
may be set. explicitly by the verbal command. Consider, for inst.nllce, t.he cOlHmand Choosc the ncxt l)erSOl1 in 
order of heif/ht where the ordering relation is given by t.he phrase in OJ'der of height. III t,lle absence of such 
t'xpli('it, direct ions, however, the perceptual situat.ion imposes its 0\\ n choice of ordcl'ilig relat.ion. For 
iust :'Ince, suppose the robot is in a room cont.aining ten chairs arrallged ill a row. Th;". V(,I'Y ;HTallgt'lIlent of 
objects will tend to establish an ordering relation for sentences ill which t.he adjeet.i\lc nc:t:i qualifies the nOHn 
chair. 1f the robot were positioned alongside the second chair, facillg down the row lo\V~rds the t.hird chair, 
and if t.here had been 110 prior discourse, the command Go to the ne:ct chaiT- would f>lobably he illlerprcteel ~\S 
n. COllllllall(.l to move to the third chair. It, is clear that the appropriat.e ordel illg reIa lion must !lot only he 
available perceptually (or by some other means such as memory), it must also be cst,ablished as a foclIs of 
attent,ioll. If t,he robot has no ability to adduce an ordering relation from the perceptual situa.tion, the first 
time the adjective ncxt is used to refer to objects of a certain type, the robot. JJlust qller'y t.he llser for help in 
fixing an ordering that is known to it l which should subsequently be u:=,cu as the dcf<luit uJlJess explicit 
instruction chnnges it.. 

SOIHct.imcs t.\Vo of' t.he three contextual factors lequired by 1!Cxi arc :set, explicit.Iy hy t.he comBwnd. UOll5idcr 
the room containing only t.he row of chairs again, with the agent. at the second chair ill the row. Suppose thc 
agent, were being im,truct.ed to dean the wooden chairs by applying :L furniture polish, anel the row included 
two ('aIlC. chairs, one of which was in the third position and (.he ot.hcr in t.he eight.h. The command Glean the 
nc:rt wooden chair would then direct the agent to the fourth chair ill (,he row, the fir~t wooden ch~ir relative 
to the present chair. In this case, the adjective wooden specifics the class of woodell objects, of which one must 
be select.cd, and t.he nOUll cha£r specifies the encompassing class of chairs, both woodell and cane. 

There are many different ways a command may specify the contextual factois required by next. Consider the 
(ommand Go to the next chair to the left. Here to the left specifies the ordering relatioll, a relatioll, call it L, 
which could be defined informally as follows: for all a and b, aLb if and only if a is posit.ioned t.o the left of 
b and within the compass of an arc of 30 degrces radiating horizontally from h. Consider, however, the 
command Go left to the next chair. Here left does not make a cont.ribution to the interpretation of next; it 
serves rather as an adverb directly qualifying the verb, acting as an extra const.raillt 011 where to go. There 
arc llWllY ot.her examples like this. In the command Search for fhe He.Ll file in allJlwbrlic on[c1', the ordering 
lclatioll behind the usc of ne~'t is given explicitly by the phrase in alp/wbclic ()1'(/C1'. 111 t.he COllllltalHl Scarch 
from A to Z for the next file, on the other hand, that same 01 dcrillg relation defines a direction in which to 
search, but leaves open the question of what ordering lies behind the use of next. 

Contextual information is also required to fIX the int.erpretation of illtcnsiyc adject,i\'(~s, such as large, and 
comparatives and superlatives, such as larger and larycst. The adjective large, for inst ance, may be thought 
of as a procedure that. uses a.n undellying ordering rela.tion of size to determinc if '1H object, t,hc one said to be 
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large, stands in the appropriate size relation to some criterion object. This criterion object is also given by 
the context. 'Vhat counts as a large book in the "context of a shelf of dictionaries is not the same as in the 
context of a shelf of poetry volumes. Perhaps the most striking example of the role of the criterion object is 
given by the phrases large elephant and large ant. vV)lile the ordering relations for large elephant and large 
<tnt ,yiH both use some measure such as mass or girth, the criterion objects will be quite diffeI cut. 

OUf emphasis on the role of context leads inevitably to anot.her emphasis, namely the essential role that 
interaction must play in the interpretation of natural-language commands -- interaction between the robot 
and the user and between the robot and the perceptual sit.uation. The next section examines verhal 
inst-ruction in more det.ail, at the same time identifying its place wit.hin a spectrum of interactions bet\veen 
robots and humans, 

3. A place for verbal instruction 
Two types of verbal interaction with robots may be identified, one in which learnillg occurs as a result of the 
interaction and the other without learning. \Vhen there is no learning, the rohot re~pollds to each verbal 
command or enquiry as it is given, never using its experience to ext.end its basic repertoire of actions. In our 
work we refer to such a robot as a commandable rohot. The mobile base of the Robotic Aid (see t.he 
companion paper in th"is volumn, [5]) is commandable in that it obeys a range of motion commands expressed l 

in English, commands such as \1'henever you are within three fcet of f he ra111p, stop. A commandahle robot 
may be gi\"cn dct.ailed step-by-step instl uctions to open the door of a microwave oven, inscrt a plate of food, 
close the door, set the timer, and switch the oven on. Yet the next time t.he user want.s the robot to prepare a 
meal, the same or a similar set of detailed instructions has to be issued. _ There are obvious advantages if the 
user could give that behavior a name, such as Prepm'e the meal, :llld use t,ha.t Ilame la.ter to invoke the 
behavior. In this way, the robot would have learned from it.s verbal interaction with .. he uscr. 

This prescription -- issuing a sequence of commands, baptizillg t.lle sequcllce, and invoking it later by naJlle -­
describes just one of many possible forms of inst.ruction, There is also non-verba.l instruction, as prescntly 
provided by the head-tracking mechanism of the Robot.ic Aid, for inst.ance, which allows the USCI' to describe a 
trajectory for the robot to follow. Verbal correctives, such as Slow dow1l I, given while the robot is in motion 
are <:l1so important in communication, And non-verbal means or COlTCct.iOIl also ha.ve their place. Nonverbal 
methods are extensively used in the training of animals, by direct. procedures of reward and punishment, and 
they have also been used in simple experiments with very elementary robots learning mazes. 110re 
sophisticated t:xamples arise when the robot or system in quest.ion has a criterion for evaluating correctness of 
its responses, as for example in speech recognition systems where parameters must he adjusted to individual 
spcnkcrs. The operator docs not know how to do this; thc robot. or ::-ysLcm leams to adJust, parameters by the 
correctness of its responses. It learns about the corrcct.llCSS or it.s responses by comparing its guess with the 
given correct answer. It does not learn how to make correct.ions hy being given verbal instruction all the 
pn ramet.cr adjustment.s that are needed. Clearly, verbal instruct.ion is hut aIle of several ways of producing 
corrcct.ive and adaptive behavior in robots. 

Some important general points about verbal commands must be discussed before we examIne instructahility in 
any detail. Take the command Pick up the cup and put it on the S(1UCel'. This command expresses the result 
we would like to see. It says nothing about the process of achieving that result. Typically, ordinary 
language, like ordinary conscious thinking, is oriented toward results not processes. The detailed movements 
that a.re part of some action -- either one we intend to take ourselves or one we want the robot to take -- are 
not c(1sily accessible to our conscious thinking and in fact. for some nctions quit.e Beyond t.he deseriptive 
powers of ordinary language. Two examples: we ca.nnot verbally describe a specific triljectory to be followed 
in crossing a room nor can we describe the exact motion of the roll of a die from the instant of its being 
t.hrown until it comes to rest. MallY actions we would want the robot to perform are for us a matter of 
automatic, that is, unreflective response -- flicking a switch, picking up a cup, using a screwdriver -- and arc 
in fact actions that are seldom acquired by us through explicit. verbal instruction. Other activities we would 
require of a robot are more amenable t.o verbal description -- manipulating a. toggle switch, na.vigating with 
reference to objects in the environment, for example. Ivlany tasks are ideally suited to explicit verbal 
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instruction. The elementary mathematics emulator mentioned earlier is especially designed for primarily 
verbal instruction, but other kinds of robots dealing with physical equipment also engage in tasks suited to 
explicit verbal instruction. A good example is the activity of assembling and disassembling a piece of 
equipment. Not every motion .involved in the assembly or disassembly is described but what is described 
explicitly in words is the sequence in which disassembly and assembly should take place. Also well suited to 
verbal inst.ruction is the transfer of information about objects. lIere the tlser helps the robot learn t.o 
recognize objects by directing its sensors to specific parts of the object, naming those parts, and letting the 
robot use autonomous procedures to determine their shape and location. The user can also provide 
information that is not accessible to the robot's sensors, such as what the object is used for. 

! f. ~ 

-t' 

There is a further 'c'omplexity to actions and their verbal descriptions that we must face. In requesting actioll, 
from a robot or a human, in terms of a result description such as Bring me the book on the table, We seldom 
have in mind a detailed algorithm for executing the command. The particular path taken hy the agent 
satisfying the command is not part of the meanillg of the exprcssrd intention. On the other hatid, if t.he ngf!nt 
knocks over a chair in fetching the book, in ordinary circumst.ances we regard the movellle'nt. of the agent as 
satisfying only partially or rather poorly the request made. Similarly, if when asked to pick up a cup the 
~gent spills its content.s, we do not consider the request to Jla.ve been fully satisfied. Expressed intent.iolls 
carry with them a bundle of ceteris paribus cOllditiollS that impose (l. variety of cOllstraint.':> on the specific 
procedures actually executed. These ceteris parihus conditions are Hot given concretely or in advallce but. 
depend on the particular context in which an act.ion is carried out. 

The semantics of a command such as Pick up the cup thus apparently has conflicting demands Lo meet.. ]Jl 

the first place, this intention, expressed In terms of a result, must for its sat~sfaction be interpreted to produce 
a specific action-process. That is, a specific procedure must. be executed. (We do not of course necessarily 
mean a simple sequential procedure; a highly parallel complex collection of processes IIlay he involved. The 
point is that out of the many distinct actions that could take place to pick up the cup, one specific one is 
taken in a given situation.) 'rVe cannot specify ill advance a particular set of motions for the specific Clction­
process. Such specifications are not part of the meaning of t.he command and they would too narrowly 
delimit the contexts in which the command could be given. At the same time, however,' there are t,he JlHlIIy 

ceteris paribus conditions we expect to be met ill the satisfaction of the comHl<.md. 

As with the interpretation of individual words, the key lies ill the context. \Ve waHt specific actioll to he 
produced in response to a command but we cannot explicitly build the details of t.hat respom,e into the 
semantics. These details are to be taken from the actual situat.ioll in which t.he command is given. In this 
way they will not _ have been inappropriately specified in advance and they will include those cet.eris parihus 
conditions accessible from the context. Take the example of Pick 'Up the cup. The pnrticular Illotions of the 
joints and the gripper that \~ill pick up a given cup in a given situat.ion cannot be specified in advance. \\'hat. 
can be specified are generic procedures for moving the arm which are selected and combined as requilcd by 
the fact that a cup not a book is to be picked up, by th{' present position of the CliP, by its dimellsions, :lJId 
by the nature of its handle if present -- in other words, by t.he context. That. is t.he challclIge we face: 
devising gene} ic procedures which can be combined to accomplish a wide runge of navigut.ioll and 
manipulation tasks as demanded by the specific context in which a command is issued. Just as important as 
the procedures themselves is the control envilonment in which the procedures execute, for it is this 
environment which determines the temporal and logical connections allowed between procedurcs. And there is 
the parallel challenge of devising the rules of semantic interpretation that COllllect the surface structure of a 
command, that is, the English words in their given order, with the executing procedures. 

OUf design of the cOll"lInandable base of the Robotic Aid and of the natural-language interpreter for it bore 
these considerations iIJ mind. A range of motion commands can now be succes~fully iBt{')'preted and obeyed in 
the context of a room containing fixed items of furniture. An important next step in this work will be to 
int.erpret commands that better exploit t.he percept.ual fUllctioning of the robot (which is still under 
development) for it is through perceptual functioning that many details of the context are made known to the 
robot, especially in a changing environment. 



There is one tempting approach to the problem of achieving specific action in response to requests that entail 
few specifics in their expression as natural-language commands. The approach is a familiar one in 
programming practice, namely specifying defaults that operate in the absence of explicit information and that 
are overridden by the presence of explicit information. So. for instance, a picking-up procedure would be 
designed, one that as a default looked for and used the handle of the object and that moved the object at a 
default speed, one that for most liquids and most cups would prevent spiHillg. \Vhile we accept that some 
default specifics \viU inevitably be built into the procedures of an instructable robot (our motion proccdures 
for the mobile base of the Robotic Aid individually move the robot at a default speed), we have t·wo J easons 
for rejecting tllis as a general solution to the problem of achieving specific and appropriate beha",ior in 
response to natural-language commands. 

First, such an approach will make robot instruction too much like programming: everyt.hing of importance 
must be anticipated. Secondly, the problem of overriding default.s in rcal-time i!" nOll-t.riviaL The "solut.ion It 
offered through defaults does not reduce the technical difficult.), of achieving appropriat.e behavior in a robot .. 
'Vhat we propose rather, and therefore acknowledge as an important pa.rt of the research crfort in 
instructable robots, is that the robot's initial understanding of explicit verbal cOIl1IB<.mds mut.t be adjusted 
over time through learning. Here we have in mind forms of learning studied extensively ill psychology, 
learning t,hat advances by making successive discriminations nnd by gcneralizing from p:lst (·xpcricJ1cc. III 
learning to make discriminations or generalizations along any dimension that has a continuum of values it is 
essential that smoothing distributions of some sort be added to the experience gained from specific learning 
trwls. Detailed mat,hemat,ical analyses of such smoothing procedures and theil' Clpplicat.ion to lenrnillg dClla 
are to be found in Suppes [6). Other forms of machine learning have been explol cd ill nrt.ifical intelligence 
research and they too are relevant. \Ve mention just a few key studies here, all to be found in IviichnJf:>ki, 
Carbonell, and IvIitchell [7): learning by experimentation -Uditchcll, Utgoff and Bancrji), learning from 
examples -- a comparative review (Dietterich and Michalski), Clud learning from hCllri:;t,ic-gllidcd ob:-.crvation 
(Lenat). 

To return now to instruction, we can see how the same set of concerns outlined for t he semantics of a 
command such as Pick 'up the cup surround verbal instruction. Ordinary laBguage, ns we pointed out. curlier, 
is oriented towards results not processes. Giving explicit verbal instruction that details a step-by-step process 
will not be' easy for many actions. For some, it will in fact be inappropriate and should be fOl gone in favor of 
other forms of learning. But even for those tasks for which verbal instruction seems suitable, our instruction, 
to be concrete and testable, will often be aimed at the execution of a specific action whereas what we rcally 
want in the end is for the robot to take whatever specific action is appropriate in the context,. To take a. 
simple example, we may insliruct the robot to pick up a cup by finding and gl aspill!?, the handle and then 
raising t.he cup without. disturbing its vertical orientation. But when there is llO hnndre we W:IIlt. iI, t.o gra.sp 
across the rim and if the cup is (hilpty we want the robot to tilt the cup as IIccc5sary to geL it through a 
constricted space, The final section of this paper. therefore addresses the follo\'I"ing problem. In giv:ing explicit 
concrete instruction how are we to ensure that the robot will lat.er exploit t.he context ill which is it, oper<lt.ing 
to successfully perform the action? 

4. The challenge of instructability 
To examine the problem posed at the end of the last section, we take for discussion a simple example. 
Suppose we want to teach a mobile base equipped with sensors to circumvent an obstacle it h(1s encountered. 
Specifically, we want the robot to II bounce" its way around the obstacle by retreating,from it, moving to one 
side, and then advancing in the original direction of travel. 'vVe represent two such cases in the figure he low , 
indicating the mobile base by a triangle with the front of tllC robot shaded in. This recoil nctioll is lo be 
repea.ted each time the sens?rs detect the obstacle, until the robot lws moved heyond it. Suppose \\'e, as the 
operator 1 start by teaching the robot the following basic recoil behavior. "Ve assume t,hat when the robot 
encounters the obstacle, it is facing in the direction of it.s travel and that when the robot moves left in 
response to a command to go left, it. retains its forward-looking orientation. \V c issue the following set of 
commands: 

Stop 'I1lOving 
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Go back twelve inches 
Go left twelve inches 
Carryon as be/m'e 

A • • • • • • 

A • • • 

• -------_ .. 

Figure 1 

, 
I 

• • 0- _______ -

These commands are assembled off-line and given the label Recoil after which the adion described hy them is 
test.ed for appropriate real-time behavior. That is, the commalHh are interact.ive1y interpreted and obeyed in 
Cl part.icular sit.ua.tion. Only through interaction will the ipt.(·lIded 1JIl!:1llillg of back ;lIld lcft he estahlished. 
That interaction must establish whether back is relative to the direct.ion of travel (a possible interpretation 

. only if t.he robot possessed path-following behavior, not now prrsent, in the Hobot.ic Aid) or whether it is 
relat.ive to' the direction the robot is facing. If the robot were JJloving hrlckwHrds as it approached and hit the 
obst.acle (cont.rary t.o our stated assumption t,hat t.he robot is /"l(:i ng in t.he dired.ioll of its t.ravel), this :')ccond 
interpretation should not be considered. But to eliminate it would rcquire a highly sophisticated 
understanding of the intention of the instruction -- that it was t.o avoid t.he object not push it, for instance. 
In the absence of such understanding by the robot, a short dialogue with the lISCI' must establish one of the 
two interprctations. Interadion is also required for left: is it left rc1ati\'c to the opcrator or the rohot? Again, 
3 brief dialogue with the user establishes the desired interpretat.ion. 

For t.hc two cases dcpictcd in the figurc abovc, the recoil routille woul(l pro<1lJee ::;:Iti.sfnctory results with Of)e 

call t.o recoil for the obstacle on the left, two for the obstacle Oil the right. If in f>lIch early Lest sitllal.iofls thc 
recoil sequence proves satisfactory, the operator can embed the recoil command jn the more genel al comm:uld 
\ Fhcllcvcr the btt1HperS a1'e hit) recoil. At this point, the operat.or woulu have nwuc certain assumptions 
Clbout the physical environment in which the robot will bc obeying t.hcf>c COJ1l1Jl(lIH.1S -- for instance, that the 
obstacle is not shaped as in the figure below. In such a case, the robot would hit the object again during its 
leftwards motion and when another call to the recoil routine were issued , the robot would be unable t.o go 
back except by scraping along the edge of the object, prompt.ing repeated calls to recoil that, as they ,\vcrc 

5ucccssively executed, would steer the robot far to it,s left, significanLly of'[ course. 

, 
Figure 2 

The operator has also assumed that the robot is not acting under t.he constraints of other general commands. 
Suppose) for instance; the following command had been issued callier: lVhcl1cvcr you aTe within one foot oj 
the chaz'r go right Olle fool. And suppose the chair is immediat.ely to the left of the obstacle in such a way 
that as the robot took its leftwards step during the recoil actioll it came within one foot of the chair. The 
robot would nevcr complete the leftwards motion and so never finish thc recoil action and resume its original 
motion. Under such circumstances the operator should he ahle to interrogat.e the robot Clhout its behaxiol'. In 
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~ns\ver to the operator's enquiry, the robot should indicate (verbally or graphically) that it is reacting to the 
earlier command. Note that such interaction between robot and operator re<luires a degree of "self­

understanding" by the robot. 

At t.his point we can see that the successful execution of the learned recoil routine depends on two factors, 
First, there must be a congruence J)etween the robot's and the operat.or's perception or the phys.ical 
environment. Although the perceptual situation does not have to be perfectly comprehended hy cit.her the 
operator or the robot -- it is not necessary to know exactly how many obstacles ate present and where they 
are nor their precise dimensions --, the operator's judgement about the absence of irregular shapes docs h,J\'c 
to he consistent with the robot's perception of Lhe objects through its sensors, Secondly, the OPCf':tI.or IIIIl:-;t 

. have an accurate understanding of the robot's functioning. The operator must know, for instaJlce, that the 

robot "remembersll what it is doing when told to stop moving and recalls that action when told to resume. 
,~-

It is easy to produce oLlieI' examples where both these factors an.' ('I il ical t.o illslruct.ioH. l«'or example, SlIPPO"'f.! 
the user issues the following sequence of commands for changing the arrangcmcut of furniture in a rooUl, 
giving the sequence the name Rearrange the furniture 

/vJOlJe towards the table while -avoiding the chai1' 
Go to the other sic!e 0/ the table 
Go west two feet and no'rth six inches then lace the table and move it east itvo feet 
Now go to the back 0/ the chair" without hilting the chair 
Face the chm'1' and 'move it /onua'rd lin/it it is 'lvilhin O1le fool 0/ {he desk 

N 

w E 

y X 

-.- .. _.,.. 

TABlE 

s 
Figure 3 

The purpose of these commands is to move the table, as shown by t.he arrow, towards the center of the room 
and to shift the chair up to the desk. But if the robot's position were slightly more west than depicted, and if 
the robot were the Robotic Aid, it would approach the table via the west side of the chair, not the cast as the 
commands presuppose. Consequently, the robot's position before obeying Go to the other side 0/ the table 
would be somewhere around y, not x as required for the successful execution of the rest of the sequence of 
commands. The problem may seem to lie in the Hon-determinism of the robot's behavior. If when we said 
Go to the table we knew exactly where the robot would stop, we would ha.ve no trouble choosing the right 
commands. Or so the argument would go. But, as we have discussed, natural-language illstl'uction demallds 
flexibility in the interpretation of commands, as shown by our normal and customary use of English, \Ve 
freely use any of the following commands and each time impose no restrictions, other than those explicily 
given, on how they should bc"obeyed: Go to the table; Go to the table, avoiding the chai1'; Go to the table by 
skirting a7'o'Und the back of the chair; Go to the table, IJeriorming pil'Otleltcs along the way_ The 
interpret?-tion of a natural-language command should ideally introduce no restrictions that are not explicitly 
given. 
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These two examples, as simple as they are} suggest that an operator will seldom put together the right set. of 
commands the first time around. The operator can try to anticipate the execution environment by including 
appropriate conditional commands in the instructioIl, commands such as Recoil whenever your bumpers are 
hit or Go forward until you see the line, commands that exploit the robot's sensory capabilities. That will 
not be enough} however. What i~ needed is for the robot to accept real-time adjustments to its behavior as it 
obeys commands. If, for instance, the robot encounters an irregularly shaped obstacle during the execution of 
the recoil routine, one th3.t prevents it from completing the recoil actioll, the operator should be ethle to 
adjust the robot's motion by giving a corredive command such as Alove right a little!. Furthermore, in the 
end) we will 'want more than real-time response to corrections. "Ve will want the robot to incorporate 
adjustments into its learned routines. Such a capability is beyond our present endeavors but we acknowledge 
its importance and inevitability in our program. It would be intolerable if the operator were to be responsible 
for the repeated c'6~rection of an action. For instance, if initial instruction to the robot caused it to push too 
hard on a button so that on its first test run the user intervened by saying Pull back!, the user would not 
want to monitor each pressing of a button to give the same corrective command. 

The discussion in Section 2 of this paper anticipated several of the remarks in this section about the real-time 
testing of verbal command sequences. In Section 2 we saw how many ordinary English words can be precisely 
interpreted only in the actual situation in which they are us~d and only _in interaction with the perSOll using 
the word. In light of that semantic fact and of the remarks above, it is clear that the off-line assembly of 
-command sequences is less useful than the more complex form of instruction we caU real-time tria.l-run 
instruction. In this form of instruction the robot immediately obeys each command as it is given, interpreting 
the command in context and in interaction with the operator who, in monitoring the robot's performance, is 
adjusting it as necessary by interjecting other commands to achieve the desired re::,ult. During this time, the 
robot assembles the interpreted commands) together with the real-time adjustments made hy the operator, to 
produce a new routine that it adds to its repertoire of actions. 

One important point about these newly learned routines should be mentioned. To allow the robot to fully 
exploit information in its environment) routines acquired by the robot through insLruction should he more 
than simple "in-line macros;'· they should be parameterized subroutines. Such routines will rely on learning 
through discrimination and generalization to set the right pa.rameter values. For each parameter, a 
smoothing distribution of a given form with a given variance will be assumed, that is, built ill to the robot. 
For mathematical simplicity, parameter changes may be restricted to adaptation of the mean of the 
distribution (for examples, see Suppes [6]). In many cases, however, we expect that it will be essential during 
learning to modify the variance as well as the mean of the distributi011 to enable the robot to ad-apt fully to 
the environment. 

\Ve introduce one more example at this point to emphasize the role of interaction in insLruetablc robots~ 
Interaction between the robot and its environment was essential to the robot emulator that was taught 
elementary mathematics. Her~ is a brief de5cription of one interactive encounter to must.rate the kiml of 
solution offered by interaction. Consider the following commands which appear in sequence a.s part of the 
instruction on how to add multi-digit figures. 

Loo!;; a.t the next spot down until you see a number or a bar 
If it is a number then add it to the total so far and remem.ber the SU1n 

Continue lool;;ing down, looking for a nu.mber or a bar, a.dding and r·em,em.oering u.ntil you sce a 
bar 

The third command makes reference to the preceding two steps, forming a loop. It is not clear whether this 
loop, when compiled as a program, should be top-tested or bottom-tested or tested in the middle. That is, it 
is not dear where the test for the presence of a bar should be placed. In fact, for well-formed arithmetic 
problems, a bar can never appear during execution of the top or bottom of the loop; it can appear only during 
the execution of the iniddle of the loop. The operator lets the robot emulator discovcr this fact by running 
the program on test data, that is, on a particular addition exercise. Tentatively I the emulator places the exit 
condition after each step of the loop. The loop is then run in trial mode, showing the operator what takes 
place. If an exit condition, when encountered, is not satisfied} control is simply passed to the next step of the 
loop. If, however, the exit' condition is satisfied, the operator is asked if this is the right time and place to 
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stop repeating the sequence of steps gathered into the loop. If the operator answers Yes, the exit condition is 
installed at that location and all remaining trial locations are eliminated. If the operator answers No (it is 
not the time and place to stop repeating), the exit condition is removed from that location since it cannot be 
consistently satisfied and chosen as the right exit point OIl a later pass. If all possible exit places are rejected 
in this way (unlikely since in most loops the exit condition. will not be satisfied at all places), a fatal error is 
signalled. A successful interactive session will locate the exit condition in the right place. The robot's ability 
to be instructed thus lies in its capacity to resolve ambiguities (such as exactly when to stop repeating a set of 
steps) through attempting to follow a given instruction and interacting with the operator and with test data 
in its execution environment. 

To summarize briefly, we 'have identified several forms of interaction that contribute to the operation of 
verbally instructable robots. First the robot must interact with its perceptual environment in interpreting 
individual words, individual commands, and sequences of commands to resolve the inevitable ambiguities that 
characterize ordinary langmige. Secondly, the robot, must interact with the operator to resolve those 
ambiguities when its perceptual abilites are limited or when the operator's intent must be determined. 
Thirdly, the robot must interact with its perceptual environment to meet those ceteris paribus condif.ions that 
accompany natural-Iallguage commands. ,Fourthly, there must be intcract.ion between the rohot and the 
operator to ensure that they share a common understanding of the perceptual environment and of the robot's 
behavior. Lastly, the robot must accept and acknowledge real-time adjustments to its behavior. 

'Ve end this paper with one further major challenge in the design of instructable robots. The problem lies in 
naming new routines. The suggestion made above, without comment, was to name a routine such as the one 
for movi~g furniture Rearrange the furniture. That raises t.he problem, however, of how to integrate this 
new use of language into the robot's lexicon and grammar. The robot ca.n easily be made to respond to the 
phrase Rearrange the fu'rniture as an unanalyzed semantic whole. But if the robot is to respond naturally to 
the following commands where rearrange the furniture appea.rs embedded in a compound command and the 
verb rearrange occurs in the past tense and in the declarative mood, the robot's lexicon will have to have 
appropriate entries for rearrange and furniture. 

Rearrange the furniture without bumping the cat 
Switch off the fights after you have rearranged the fU1'1liture 

The extent of the problem can be seen when we ask what is an appropriate entry for rearrange? First, the 
category of the verb has to be correctly assigned so that the verb's occurrence in a range of sentences can be 
recognized. In addition, various grammatical features have to be identified and correctly assigned. Consider 
the verbs turn and face, for instance, which at first glance seem to require parallel syntactic treatment that 
could be achieved simply by assigning the words to the same category: 

Turn towards the wall 
Face towards the wall 

Turn away from the wall 
Face away fr07rt the wall 

But, of course, turn may be used in ways for which there is no natural parallel for face, and similarly for 
face, as suggested by the examples Turn to the wall and Tu'rn clockwise until you are facing the wall. 

The most challenging problem lies with the semantic entry for a new verb. This problem affects the very 
choice of instruction tasks, particularly what tasks should be taught first. For instance, we could choose for 
initial instruction those activities that correspond to single verbs and label the learned routines by those 
verbs. The problem of embedding this new word in the robot's lexicon and grammar does not become any 
easier however. Tense and mood remain semantically significant. Furthermore, one.,:;verb may be used to 
express many different intentions, which will give rise to many different interpretations. Consider the 
following three commands. 

Move towards the table" 
]VIoue three feet forward 
Continue going towards the door unlil you have movcd forward six feet 

Each of thesd commands expresses a distinct intention and consequently 1 despite the fact that the verb 7nove 
occurs in each command, distinct procedural interpretations are produced by the mobile base of the Robotic 
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Aid. The first command uses the RegionSeeking procedure, the second the Piloting procedure, and the 
third the test procedure DistanceCovered? The partially specified interpretations of these commands are 
as follows. Full details of the interpretation process can be found in [5}. 

A10ve towards the' table 
(Sequence (RegionSeeking <the region around the table> Towards» 

A10ue three feet forward 
(Do (Piloting Shift Forward) (DistanceCovered <three feet> Forward)) 

Continue going towards the door until you have l1wved forward six feet 
(Do <going towards .the door> (DistanceCovered? <six feet> Forward)) 

No one semanticrentry for 111.0Ve suffices for these three uses of 'nlOVC. If this were the new word being taught 
to the robot) that\,emantic complexity would also have to be acquired. 

\Vhile we have not yet attempted any verb acquisition in our work on instructable robots, we once again 
recognize the role that interaction will play in it and report here on related work by Haas and Hendrix (also 
to. be found in. [7]). The goal of their work was to create a computer system that could hold a conversation 
wit.h a user in English about a subject of interest to the user and subsequently retrieve and display the 
information conveyed in the conversation. \Vhenever a }lew word was presented to the system, a special 
procedure was called that temporarily assumed control of the dialogue and p;ompted the user for relevant 
information. The system would try to find out if a verb was transitive or if it took an indirect object, for 
instance, by introducing sample sentences and asking the user to complete them if they displayed acceptable 
uses of the verb. The system would also ask directly for the -ed and -en forms of the verb, showing the user 
the example of 'Went and gpne for go. Interaction with the user was thus exploited to obtain important 
syntactic and semantic information about a new word. 

5. Conclusion 
Through our initial efforts with two robot systems -- one in simulation, the other implemented in hardware -­
we have identified several ways in which interaction (between t.he robot and its perceptual environment and 
between the robot and the operator) is essential to instructable robots. Such robots need inter~ction to 
interpret ordinary English commands in context, to determine the intentions of the operator when a command 
or sequence of commands is ambiguous, and to ensure that the robot and the operator share a common view 
of the environment and of the robot's functioning. At the same time, our work has shown that explicit vel·bal 
instruction must be accompanied by other forms of communication and learning if the robot is to function 
successfully in its environment. 
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