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INTRODUCTION 

The Robotic Aid now under development at Stanford Uni­
versity [1] will fulfill its potential as an aid for the physically 
disabled when two things corne about: (a) users can speak 
to the device in ordinary English, and (b) users can teach 
the device to perform tasks of their choosing. A robot that 
can understand ordinary English will be accessible to those 
many people who are not trained in computer programming. 
And with a robot that can be taught new tasks, the user will 
be able· to adapt the device to his or her individual abilities 
and needs.-

This paper describes recent progress we have made towards 
these two goals. The work builds on our earlier experience 
in providing a natural-language interface to the mobile base 
of the Robotic Aid [2,3,4]. 

ROBOT DESIGN AND OPERATION 
The Robotic Aid consists of a manipulator (a Unimation 
PU1iA 260) and simple gripper mounted on an omnidirec­
tional vehicle. In the current phase of our work we are look­
ing at the robot's use in an office-like environment, a room 
containing a table and bookshelf on which there are books 
of various sizes and shapes. We want the user to be able 
to teach the robot to perform organizational tasks such as 
sorting the books, packing them into or out of the bookshelf, 
and rearranging the order of the books on the shelves. 

The robot starts with several basic motor Actions: it can 
open and close its gripper; it can move its gripper from one 

point to another; it can pick up a single book; it can put a 
book down on the table or place it upright on a shelf; and it 
can push a book along the surface of the table.} 

The robot can also perform certain Tests: it can tell whether 
the gripper is closed or open; it can check whether or not its 
gripper is at a specified locationi it can tell whether some­
thing is in its gripper or not; and it can tell whether or not 
it is moving its gripper or arm. Tests return the value true 
or the value false when executed. 

There is no vision system on the robot at present and so we 
equip the robot with a 3-dimensional map of its environment 
showing the initial location and orientation of all the objects 
in the room. Other relevant perceptual properties such as 
size and color are also made known to the robot. This store 
of information is called the robot's Database. The robot 
updates the Database whenever it moves a book from O~€ 
location to another. Access Functions allow the robot tG -:c 
information from the Database. There are three basic types 
of Access Function: one returns information on all objects 
of a given type (all books, for instances); another returns 
information on all objects with a given property value (all 
books that are red in color, for instance, or all books that 
are thinner than a given size)i and the third returns infor­
mation on all objects that stand in a given spatial relation 
to some other ob je'cts (everything that is on the top shelf, 
for instance, or everything that is next to the thin book, 
or everything that is between the big book and the small 
book). 

When an English command is issued to the robot, it is ac­
cepted by a program, called the Interpreter, that produces an 
Interpreted Command. The Interpreted Command specifies 
three things: 

1. The Database Access Functions that allow the robot 
to determine the location of any object or area referred to 
in the English command (the book on your lefi, the red book, 

1 Some of these motor functions are hard for any robot to do well 
and will not work perfectly in all circumstances (the "pick-up" action, 
for instance, will not initially be successful if the book cannot easily be 
grasped or is at the bottom of a pile, and a heavy book may slip in the 
robot's grasp and have to be put down and grasped again more firmly). 
The user will eventually be able to give corrective commands to modify 
the robot's beha.vior in such circumstances. 
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next to the thin red book, to the left of the big book, on the 
top shelf, for instance). 

2. The basic Actions and Tests that the robot must perform 
to satisfy the user's request. So, for instance, the command 
Alove the red book from the table to the top shelf specifies 
that the red book is to be picked up if it is not already in 
the robot's gripper, that the arm is to be moved to an empty 
spot on the top shelf, and that the book is to be put down 
in that spot. 

3. The temporal and logical order in which the Access Func­
tions and robot Actions and Tests must be performed. There 
are seven different control structures for specifying the order. 
(SEQ SI ... Sn) designates the sequential execution of SI to 

( PAR S 1- •• Sn) designates the parallel or simultaneous 
execution of S1 to Sn. (IF x then S1 ELSE S2) designates 
the execution of S1 if the Test x returns true; otherwise if 
x returns false, S2 is executed. The remaining four control 
structures are described in [3J. The command Put the red 
book on the shelf will produce the following: 

(SEQ find-location-of-red-book 
(PAR (IF red-book-not-in-gripper 

pick-up-red-book) 
find-frae-spaca-on-shelf) 

put-book-dovn-in-free-space) 

The Interpreter consists of a parser and a sentence-level 
grammar. The parser applies the rules of the grammar to 
the user's command to produce the Interpreted Command. 
The parser ;8 a CommonLisp version of the D-P ATR parser 
[5] that we have extended to allow interaction with the user 
and with the robot's Database. If the command is unclear in 
any way-if, for example, the user says to the robot Pick up 
the big book and there are several that qualify as big books­
the user will be asked for more information. The D-P ATR 
formalism allows both the structural properties of sentences 
to be described (their syntax) and their informational con­
tent (their meaning or how they should be interpreted). It is 
the informational content of the sentence that is represented 
in the Interpreted Command. 

In addition to the Interpreter, there is also a Dialogue Man­
ager, a program that accepts commands from the user, mon­
itors the robot '8 progress as it obeys the commands, and tells 
the robot's what it must remember so that it can learn from 
the user's instruction. For instance, if the user tells the robot 
how to arrange the books in piles according to their size, the 
robot mllst remember what it was told and how it did it so 
that it cc.n later repeat the same behavior when asked. In 
this way, the user can build up a set of learned Actions 
that will be added to the robot's basic Actions of "pick-up," 
"put-down," "push," and 50 on. 
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IMPLEMENTATION 
The computer onboard the robot is a Digital Equipment Cor­
poration LSI 11/73. The basic robot Actions and Tests are 
programmed in MicroPower PASCAL (a dialect of PASCAL 
that explicitly supports multi-tasking) and are executed at a 
fixed rate of 15 Hz to guarantee smooth motion of the robot. 
When an Interpreted Command is produced by the Inter­
preter, it is acquired by a program called the Scheduler. The 
Scheduler invokes robot Actions and Tests as specified by 
the Interpreted Command by sending a series of coded com­
mands to the robot over an RS232 cable connection. \Vhen 
one of the Tests returns a value, the Scheduler is activated. It 
examines the Interpreted Command to determine what to do 
next-usually to invoke or terminate the execution of some 
other Action and/or Test. The Interpreter, Scheduler, and 
Database are all implemented in CommonLisp on a Symbol­
ics 3650. 
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